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1. ALL CONCRETE SHALL BE CLASS "A".
2. ALL REINFORCING STEEL SHALL BE DEFORMED

BARS AND SHALL CONFORM TO A.S.T.M.
SPECIFICATION 615.

3. CONNECTOR PIPES SHALL BE PLACED IN THE
APPROPRIATE WALL OF THE MAINTENANCE BASIN.

4. FLOOR OF BASIN SHALL BE TOWELED TO A HARD,
SMOOTH SURFACE AND SHALL SLOPE FROM ALL
DIRECTIONS TO OUTLET.

5. CONSTRUCTION DRAINS SHALL BE INSTALLED IN
WHEN NOTED.

6. LOCATE WING BASIN ON UPSTREAM SIDE OF
MAINTENANCE BASIN FOR TYPE M-1. WING BASINS
FOR TYPE M-2 SHALL BE BOTH SIDES OF
MAINTENANCE BASIN.

7. FRAME AND COVER PER MAG DET 536-2.
8. PIPES CAN BE PLACED IN ANY WALL EXCEPT WALL

ADJACENT TO WING BASIN.
9. THE STEEL ANGLE AND SUPPORT BOLTS SHALL BE

GALVANIZED.
10. ALL WELDING SHALL BE IN ACCORDANCE WITH THE

AMERICAN WELDING SOCIETY, ANSI/AASHTO, AWS 1.5
BRIDGE WELDING CODE LATEST EDITION.
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